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Important Notes Before Starting 

Thank you for choosing Smittybilt accessories for your Toyota TacomaÈ. If you would like to view our 

full range of available accessories, please visit us at www.smittybilt.com 

Carefully read through this entire instruction manual thoroughly before attempting to install this part. 

Photos may vary from your vehicle. Installation will remain the same.  

Serious injury can occur when working on vehicles alone. 

When possible, work with another person to reduce risk of injury from strain or other dangers that 

can occur when working alone. 

Cutting the OE bumper is required to install this bumper. Always use proper safety glasses and 

PPE. Failure to do so may result in injury.  
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ID Part Description QTY 

1 TacomaÈ Low Profile Bumper 1 

2 Winch Cradle 1 

3 Winch Cradle Wing - Left 1 

4 Winch Cradle Wing - Right 1 

5 Lower Bumper Bracket- Left 1 

6 Lower Bumper Bracket- Right 1 

7 Bumper Vent 2 

8 Bumper Vent - Mesh 2 

9 Left Wing Tie Down Bracket 1 

10 Right Wing Tie Down Bracket 1 

11 Winch Cradle Skid Plate - Left 2 

12 Winch Cradle Skid Plate - Right 1 

13 Bumper Shell Support Spacer 1 

14 XRC/X2O Winch Control Box 

Mount 

1 

15 License Plate Bracket Kit 1 

16 Cable Tie 10 

м н о 

с т 

ϝIŀǊŘǿŀǊŜ ƴƻǘ ŀŎǘǳŀƭ ǎƛȊŜΦ  

р у ф мл 

мм 

ID Hardware Pack QTY 

 M12-1.75mm x 30mm Hex Head 

Bolt 

20 

 M12-1.75mm x 35mm Hex Head 

Flange Bolt 

4 

 M12 Flat Washer 38 

 M12 Split Lock Washer 4 

 M12-1.75mm Nyloc Nut 16 

 M12-1.25mm Nyloc Nut 2 

 M8-1.25 x 20mm Hex Bolt 2 

 M8 Flat Washer 4 

 M8-1.25 Nyloc Nut 2 

 M6-1.0mm x 20mm Button Head 

Screw 

8 

 M5-.8mm x 14mm Hex Head 

Screw 

2 

 4mm Allen Key 1 

 6mm Allen Key 1 

мн мо мп 

п 

мс мр 
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 Step 1: 

Park your TacomaÈ on a flat surface and chock 
all four wheels. 
 

 
Disconnect the negative battery terminal. 
 

  

 Step 2: 

Remove the (4) factory push in retaining clips 
from the upper panel.  
 
Remove Factory Intake Duct. 

 
Retain All Factory Hardware. 

  

 Step 3: 

Remove the (8) factory push in retaining clips 
from the upper panel.  
 
Remove Factory Radiator Panel. 

 
Retain All Factory Hardware. 

Installation Instructions: TacomaÈ Low Profile Front Bumper 
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 Step 4: 

Unplug the (2) top harness plugs located on the 
passenger side of the front grille. 

 
 

 
 
 

 
Note: If your vehicle has the optional front camera 
you will also have to disconnect (1)  grey square 
shaped harness on the driver side of the bumper. 

  

 Step 5: 

Remove the (1) passenger-side factory screw 

from the upper bumper mounting tab. 
 

 
Retain All Factory Hardware. 

  

 Step 6: 

Remove the (1) center factory screw from the 
upper bumper mounting tab. 
 

 
Retain All Factory Hardware. 

Installation Instructions: TacomaÈ Low Profile Front Bumper 
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 Step 7: 

Remove the (1) driver-side factory screw from 
the upper bumper mounting tab. 
 

 
Retain All Factory Hardware. 

  

 Step 8: 

Remove the (2) factory screws and (2) push in 

factory retaining pins from the inner fender liner. 
 
Retain All Factory Hardware. 
 

Repeat On Opposite Side. 

  

 Step 9: 

Push in and disconnect the (2) factory retaining 

clip mounts from the bumper. Keep them attached 
to the fender liner. 

 
 
Retain All Factory Hardware. 

Installation Instructions: TacomaÈ Low Profile Front Bumper 
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 Step 10: 

Remove the (3) factory screws from the lower 
fender liner. 
 
Retain All Factory Hardware. 
 

Repeat On Opposite Side. 

  

 Step 11: 

Remove the (6) factory retaining clips from the 
lower skid plate (gravel guard).  
 

 
Retain All Factory Hardware. 

  

 Step 12: 

Pull the upper corner of the factory front bumper 
outward to release it from its retaining tab. 
 

Continuing to pull outward, use a pick to release 
the two mounting tabs so you can release the 

driver-side corner of the bumper. 
 
Repeat On Opposite Side. 

Installation Instructions: TacomaÈ Low Profile Front Bumper 
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 Step 13: 

Pull up and forward on the front of the 
passenger-side front bumper mounting point to 
release the mounting tab. 

 

  

 Step 14: 

Pull up and forward on the front of the driver-

side front bumper mounting point to release the 
mounting tab. 

  

 Step 15: 

To remove the factory front bumper place a 
hand just above the fog lights and another hand 
above the front grille. 

 
While holding, pull up and away from the 

vehicle and the bumper will release from the 
vehicle. 

 
*Take your time to not damage the vehicle. 

Installation Instructions: TacomaÈ Low Profile Front Bumper 
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 Step 16: 

Remove the (4) factory screws. 
 
Remove factory louvre support brace. 

 
 
Retain All Factory Hardware. 

  

 Step 17: 

Re-install the (4) factory screws. 

  

 Step 18: 

Remove the (2) factory retaining clips from the 
bottom of the air diversion panel between the 
bumper support and the a/c condenser.  

 
 
Retain All Factory Hardware. 

Installation Instructions: TacomaÈ Low Profile Front Bumper 
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 Step 19: 

Remove the (5) factory bolts from the factory 

bumper support. 
 

 
Retain All Factory Hardware. 

  

 Step 20: 

Remove the (3) factory bolts from the factory 

bumper support. 
 

 
Retain All Factory Hardware. 

  

 Step 21: 

Remove the (5) factory bolts from the factory 

bumper support. 
 

 
Retain All Factory Hardware. 

Installation Instructions: TacomaÈ Low Profile Front Bumper 
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 Step 22: 

Remove the (3) factory bolts from the factory 

bumper support. 
 

 
Retain All Factory Hardware. 

  

 Step 23: 

Remove the factory bumper support but leave 
the factory intrusion beams on the frame horns. 
 

 
Retain All Factory Hardware. 

  

 Step 24: 

Remove the (3) factory retaining clips from the 
air diversion panel.  
 

 
Retain All Factory Hardware. 

Installation Instructions: TacomaÈ Low Profile Front Bumper 


