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Important Notes Before Starting 

Thank you for choosing Smittybilt accessories for your vehicle. If you would like to view our full range 

of available accessories, please visit us at www.smittybilt.com 

Carefully read through this entire instruction manual thoroughly before attempting to install this part. 

Serious injury can occur when working on vehicles alone. 

When possible, work with another person to reduce risk of injury from strain or other dangers that 

can occur when working alone. 

 

TOOLS REQUIRED 

Socket Wrenches Socket Set Torx/Star Bit Socket Set 

Wrench Set Panel Pry Tools Screw Drivers 

Electrical/Wire Loom Harness Tape   
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OEM Bumper Removal 

Step 1: Set-Up 

Open the box containing your Smittybilt Adventure Series Rear Bumper and check all parts against the 

Bill of Materials outlined on the first few pages of these instructions. If anything is missing, contact 

Smittybilt factory technical support. Read all instructions before installation. 

 

Park vehicle on a flat, level surface. Apply the parking brake and disconnect your battery. Place 

masking tape around the rear fenders and tailgate areas that can be scratched by removal and 

installation of the rear bumper. Remove your license plate from the OE rear bumper. 

  

 Step 2: Disconnect Wiring Harness 

Locate and disconnect the two connectors for the 

rear bumper wiring harness in the center and 

driver side of the rear bumper.  

  

 Step 3: Unbolt OEM Bumper 

Remove the four plastic covers across the top of 
the bumper by carefully prying them up. Remove 
the six bolts (three per side) and the two nuts in 
the middle of the bumper that were under the 
plastic covers, along with the two bolts securing 
the corner bumper supports to the frame under the 
vehicle on either side of the bumper. 
 
With the wiring harness unplugged and all bolts 
and nuts removed, carefully remove the bumper 
from the vehicle. 
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OEM Bumper Removal 

 Step 4: Corner Panel Removal 

Pull off the corner panel on both sides of the 
bumper by removing each of the five retaining 
clips and undoing all four retaining tab. 
Remove the other two parking sensors from 
the bumper using this method as well. 

  

 Step 5: Parking Sensor Removal 

As you pull each corner panel away, remove 
the parking sensor in the panel by prying 
back the two tabs holding it in place and 
pulling or pushing the sensor out of its bezel. 
Remove the other two parking sensors from 
the bumper using this method as well. 

  

 Step 6: MISC Part Removal 

Remove each blind spot (BLIS) sensor by 
unplugging them and removing the three nuts 
holing them in place. 
 
Remove the license plate light by first 
unplugging it, then pushing in the tab on 
either side of the light and pushing the light 
out. 
 
Last, remove the trailer plug by pushing in the 
metal tab on either side of the plug and 
pushing the plug out. 
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OEM Bumper Removal 

 Step 7: Bumper Wiring Harness Removal 

Using plastic pry tools, pull out each retaining 
clip holding the wiring harness in place in the 
bumper, then remove the wiring harness from 
the bumper. 

  

 Step 8: Tailgate Panel and Trim Removal 

If you are using swing gates with your 
bumper, the backup camera will need to be 
relocated as it will be blocked by the swing 
gates. The tailgate wiring harness will need to 
be modified as well. 

 

With the tail gate lowered, use a torx bit to 
remove each of the bolts securing the plastic 
panel and trim piece to the tailgate. Pop the 
trim piece off and then remove the plastic 
panel. 

  

 Step 9: Unplug Tailgate Harness 

Unplug the camera and undo the two bolts 
securing it in place to remove it. 
 
Unplug the rest of the harness inside the 
tailgate and separate each retaining clip 
holding it in place from the tailgate. Unplug 
the tailgate wiring harness and camera plug 
under the vehicle as well.  

Backup Camera Removal 


