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Smittybilt, 400 W Artesia, Compton, CA  90220 

Installation Instructions 
XRC Bumper (Part # SB77807) 

2018 and Up Jeep JL/JT 4dr Front Bumper 

Revised  5.22.2019 

NOTE: Carefully read entire instructions thoroughly before  attempting to install this part.  

SB77807 Parts Included                                                 QTY BOM 

I.D. 

84-401RM002 XRC Front Bumper                                                        1 1 

84-401RM004 Bolt Plate: Drvr                                    1 2 

84-401RM005 Bolt Plate: Pass                                    1 3 

84-401RM006 Lower Frame Nut Plate            2 4 

84-401RM008 Lower Frame Mounting Tab: Drvr    1 13 

84-401RM009 Lower Frame Mounting Tab: Pass    1 14 

84-401RM007 S4 Light Bracket                                  2 15 

84-401RM010 JK/JL LED Fog Light Adapter           2 16 

84-401RM012 S4 Light Cover                                     2 17 

90-401RM002-06 Hardware Pack                              1  

8mm-1.25 X 20mm Hex Bolt Gr. 8.8        2  

90-401RM002-01 Hardware Pack                               1  

8mm-1.25 X 20mm Button Head Bolt             4  

8mm-1.25 X 25mm Flat Head Screw 30  

8mm-1.25 X 30mm Flat Head Screw 4  

SB77807 Parts Included                                                 QTY BOM 

I.D. 

90-401RM002-02 Hardware Pack                              1  

   10mm-1.5 X 25mm Hex Head Bolt                          2  

   10mm Flat Washer                                                    4  

   10mm-1.5 Nylock Nut                                                  2  

90-401RM002-03 Hardware Pack                               1  

   12mm Flat Washer                                                    6  

   12mm-1.5 Nylock Nut                                                 6  

90-401RM002-04 Hardware Pack                              1  

   5mm-0.8 X 8mm Hex Head Bolt Gr. 8.8                 2  

   5mm Flat Washer                                                     4  

   5mm-0.8 Nylock Nut                                                2  

90-401RM002-05 Hardware Pack                              1  

   4mm-0.7 X 16mm Black Button Head Bolt Gr. 8.8                 8  

   4mm Flat Washer                                                     16  

   4mm-0.7 Nylock Nut                                                8  
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  Step 1:  Park the vehicle on a flat level surface.  Apply the parking brake and chock all 

(4)wheels.  

    NOTE: Installation performed on Jeep Sahara and Jeep Rubicon will be similar. 

  Step 2:  Remove the (2) OE bolts and (8) OE plastic push rivets securing the plastic 

skid plate to the OE metal skid plate.  (Fig. A-1 & A-2) 

 

Fig. A-1 

OE Bolts 

OE Plastic Push Rivets 

Fig. A-2 



For Technical Support/Warranty Information please call 310-762-9944 

 

Smittybilt, 400 W Artesia, Compton, CA  90220 

Installation Instructions 
XRC Bumper (Part # SB77807) 

2018 and Up Jeep JL/JT 4dr Front Bumper 

Revised  5.22.2019 

  Step 3:  Depress locking tab and disconnect the OE fog light wire harness connector 

located on the  passenger side of the vehicle. (Fig. B) 

  Step 4:  Remove the (4 Per Side) OE nuts securing the OE front bumper to the frame. 

(Fig. C) 

Fig. B 
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  Step 5:   Remove the upper bumper plastic trim by removing (2) OE push pins. (Fig. D) 

  Step 6:   Carefully remove the OE front bumper from the vehicle.  

 

  Step 7:  Remove the (2) OE bolts securing the OE metal skid plate and remove the 

metal skid plate from the frame rails. Save OE hardware for reinstallation. (Fig. E) 

 

Fig. E 
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  NOTE: If reinstalling the OE LED lights or OE sport fog, lights perform steps 8 through 

12. 
Step 8:  Using a 7mm socket, remove the (6 Per Side) OE screws securing the OE back 

panels to the OE front bumper.  (Fig. F) 

 

 

 

 

 

 

 

 

 

 

Step 9:  Remove the (1 per side) OE plastic push rivet.  Using a 7mm socket, remove the 

(1 Per Side) remaining OE screw securing the OE back panels to the OE front bumper.  

Remove the OE back panel from the OE front bumper.  (Fig. G) 

 

Fig. G 
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Step 10:  Unbolt the (2 Per Side) OE bolts securing the metal cover to the OE front 

bumper and remove the OE light wiring harness. (Fig. H) 

Step 11:  Depress the locking tab and disconnect the connectors from the OE LED 

lights or OE sport fog lights.  Save the OE wiring harness for reinstallation. (Fig. H) 

 

Step 12:  Remove the OE retaining screws securing the OE LED lights or OE sport fog 

lights to the OE front bumper and remove the OE lights from the vehicle.  (Fig. H) 

 

Step 13:  Install the driver and passenger side bolt plates (84-401RM004 drvr and 84-

401RM005 pass) to the new front bumper (84-401RM002 XRC) pockets and secure in 

place using the 12mm bolt retainers.  (Fig. I) 

Fig. I 
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 NOTE: If reinstalling the OE LED lights, perform steps 14 and 15. 
 Step 14:  Install the provided JK/JL fog light adapter (84-401RM010) to the front 

bumper (84-401RM002 XRC) mounting stud and secure using the (1 Per Light) 5mm 

nylock nut and washer.  (Fig. J)  

Step 15:  Secure the OE LED lights to the JK/JL fog light adapter (84-401RM010) and 

the front bumper (84-401RM002 XRC) bracket using the (4 Per Light) provided 4mm X 

16mm bolts and hardware.  Make sure the OE LED light are centered in the window 

and tighten the mounting hardware. (Fig. J) 
 

Fig. J 
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  NOTE: If reinstalling the OE sport fog lights, perform step 16. 
Step 16:  Secure the OE sport fog lights to the front bumper (84-401RM002 XRC) 

mounting stud using the (1 Per Light) 5mm nylock nut and flat washer and mounting bracket 

using the provided (1 Per Light) 5mm X 8mm and hardware.  Make sure the OE sport fog 

lights pods are centered in the window and tighten the mounting hardware. (Fig. K) 
    

NOTE: If installing the S4 style LED light pods perform steps 17 and 18.   

S4 style LED light pods (sold separately).  

  Step 17:  Install the provided S4 light brackets (84-401RM007) to the S4 LED light 

pods using the provided (1 Per Light) 8mm X 20mm button head bolts and hardware.  (Fig. 

 

Fig. L 

Fig. K 
OE Sport 

Fog Light 

Mounting 

Stud 

Mounting 

Bracket 

Front Bumper 84-401RM002 

8mm X 25mm Button 

Head Bolts 

8mm X 20mm 

Bolt 

Front Bumper 84-401RM002 

S4 Light 

Bracket Light 

S4 LED 

Light Pod 



For Technical Support/Warranty Information please call 310-762-9944 

 

Smittybilt, 400 W Artesia, Compton, CA  90220 

Installation Instructions 
XRC Bumper (Part # SB77807) 

2018 and Up Jeep JL/JT 4dr Front Bumper 

Revised  5.22.2019 

L)  

Step 18: Install the S4 LED light pods and S4 light bracket (84-401RM007) to the front 

bumper (84-401RM002 XRC) using the provided (2 Per Light) 8mm X 25mm button 

head bolts and hardware.  Make sure the S4 LED light pods are centered in the window and 

tighten the mounting hardware. (Fig. L) 

 

 Step 19:  NOTE: This step might require 2 people.  Raise the new front bumper (84-

401RM002 XRC) up into place and align the (3 Per Side) mounting studs on the front 

bumper with (3 Per Side)  holes in the frame mounting plates.  Secure using the supplied (3 

Per Side) 12mm nuts and washers. (Fig. M) 

Step 20:   Install the lower mounting tabs (84-401RM008 drvr and 84-401RM009 pass) 

to the OE metal skid plate mounting holes on frame horns using the (1 Per Side) previously 

removed 10mm OE bolts.  (Fig. N) 

     NOTE: If vehicle did not come equipped with OE hardware in lower bumper mounts 

use the provided (1 Per Side) 10mm X 25mm bolts and hardware. 

Fig. M 
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